


SECTIONIV - FIRSTAIDME. UF

FIRST AID MEASURES: If swallowed, do not induce vomiting. Call a physician or poison control center immediately. If inhalati oms
occur, move to fresh air. If symptoms persist, see a physician. If skin contact occurs, wash with soap and water for 5 minutes. | ed,
get prompt medical attention.

SECTION V - FIRE FIGHTING MEASURES

FLASH POINT (METHOD): 110° F (43° C) - 130° F (54.4° AUTOIGNITION TEMPERATURE: N/A
EXPLOSION LIMITS IN AIR (% BY VOLUME): LEL 0.7%, UEL 5.0%

EXTINGUISHING MEDIA: Foam, CO2, Dry Chemical (Class B) or Halon

FIRE FIGHTING PROCEDURES: NO SPECIAL FIRE FIGHTING PROCEDURES REQUIRED

Wear self-contained breathing apparatus.

UNUSUAL FIRE & EXPLOSION HAZARDS: COMBUSTIBLE

SEC..ON V| - ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE A MATERIAL IS SPILLED: Clean up in accordance with all applicable regulations. Absorb spilla 1 non-
combustible, absorbent material. For waste disposal, see Section Xl

SECTION Vil - HANDLING AND STORAGE

PRECAUTIONS TO BE TAKEN DURING STORAGE AND HANDLING: Good industrial hygiene practice requires that exposure be
maintained below the TLV. This is preferably achieved through the provision of adequate ventilation. When exposure cannot be ade  tely
controlled in this way, personal respiratory protection should be employed.

SECTION Vil - EXPOSURE CONTROLS / PERSONAL PROTECTION

RESPIRATORY PROTECTION AND SPECIAL VENTILATION REQUIREMENTS: Use only with adequate ventilation.
OTHER PROTECTIVE EQUIPMENT (GLOVES, GOGGLES, ETC): W using wear impel ble protecti  jlo
WORK/HYGIENE PRACTICES: Wash hands immediately after use. Avoid ingestion.

ENGINEERING CONTROLS: Do not store or use near heat or flame.

FOR HOME USE: CHILD-PROOF PACKAGING REQUIRED IN CONFORMANCE WITH 16CFR1700.15 a), b), and c) and meet the ch

test nrotocol requirements of one of CSA-276.1, 1ISO 8317 or 16 CFR 1700.20 or a standard that is at least equivalent.
JUT OF REACH OF CHILDREN.

SECTION IX - PHYSICAL AND CHEMICAL PROPERTIES

BOILING POINT: 340 - 400° F (171° - 204° C) MELTING POINT: N/A
VAPOR PRESSURE: 2mm Hg @68°F (16°C)
SPECIFIC VAPOR DENSITY (AIR=1): N/A SPECIFIC GRAVITY: 0.758 @16°

UBILITY IN WATER: N/A TIVITY IN'V S I CTIVE

SECTION X - STABILITY AND REACTIVITY

HAZARDOUS POLYMERIZATION PRODUCTS: N/A

STABILITY: STABLE CONDITIONS TO AVOID: N/A

INCOMPATIBILITY (MATERIALS TO AVOID): N/A

HAZARDOUS DECOMPOSITION PRODUCTS: Carbon monoxide, carbon dioxide and smoke
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E..AN. NAME.

THIS SDS APPLIES TO THE FOLLOWING BRAND NAMES

Rrand Name SKU SKU Description
WEBER ODORLESS TURPENOID 1681 40z, 118 ML

1682 8 0Z, 236 ML

1683 160Z,473 ML

1684 32 0Z, 946 ML

1685 128 0Z,3.785 L

1686 67.6 0Z, 2L
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